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13.31. Video In 

13.31.1. Overview 

Certain HMI models provide the Video Input feature. By installing a surveillance camera, user 
can monitor the site on HMI. The video images can be stored in external devices and then 
analyzed on PC. This feature can be utilized in different places for monitoring, such as vehicles 
or buildings. 
For hardware, HMI provides 2 channels for Video Input. User can freely switch the channel, 
and capture real-time images even when Video Input is paused. 

13.31.2. Configuration 

 
Click the Video In icon on the toolbar to open the property dialog box. Set up the properties, 
press OK button, and a new Video In object will be created. 

General Tab 

 
Setting Description 

Input channel Select the Video Input channel from channel 1 or channel 2.  

Encode Select the format from NTSC or PAL. 
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format 

Capture 
address 

Select [Use capture function] check box and configure the settings. 

 
Capture address 
Designate the address that triggers image capturing. 
Storage medium 
Select the device to save the captured images to SD card or USB 
disk. 
Images of channel 1 will be saved in folder in the chosen 
storage and so on. 
Record time 
Set a period of time to capture the images. 

The longest period can be set from 10 seconds before 
triggering [Capture address] to 10 seconds after triggering.  
The time interval of image capturing is once every second. 
The captured .jpg file will be named in the following format: 
Before or after [Capture address] is triggered: 
YYYYMMDDhhmmss.jpg 
The moment that [Capture address] is triggered: 
YYYYMMDDhhmmss@.jpg 

As shown in the preceding figure
. When the state of [Capture address] 

changes from OFF to ON, the system will start capturing one image 
per second, from 5 seconds before the triggering time to 5 seconds 
after the triggering time, which is 11 images in total including the 
one captured at the triggering moment. 

Control 
address 

Use control function 
If enabled, enter certain value to the control address and the 
following addresses can control Video Input object. For example, if 
the designated control address is LW-n (n is any address), enter 
certain value to the designated addresses will execute commands 
as the following table. 
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Address Value Command
LW-n 
 

0 Stop displaying image
1 Open channel 1 and display the 

image on HMI
2 Open channel 2 and display the 

image on HMI
3 

image on HMI
4 

image on HMI 
LW-n+1 1 Pause / resume the video 
LW-n+2 1~100 Adjust the contrast ratio  
LW-n+3 1~100 Adjust the brightness  
After changing the value in [Control address (LW-n)], the 
system will keep the new value. 
After changing the value in [Control address + 1 (LW-n+1)], 
the system will execute the command and then reset the 
value to 0. 
If [Use control function] check box is not selected, the system 
will play the image of the selected channel. 
If [Display adjustment] check box is selected, the contrast 
ratio and brightness can be adjusted. 

Note 
Only one channel can be opened at a time. 
Real-time images can still be captured when Video In is paused. 
Recommended analog video systems and resolutions: 

 1:1 50% 
NTSC 720 x 480 360 x 240 
PAL 720 x 576 360 x 288 
 


